
GAUGES & FITTINGS  
 

 P/N 90-580 
100-mm x ⅜” BSP Glycerine-Filled Pressure Gauges 
(0-250 kPa)  
Panel-Mount Options available upon request 
 
 
 
P/N 90-510  
63-mm x ¼” BSP Glycerine-Filled Pressure Gauges 
(0-250 kPa)  
Panel-Mount Options available upon request 
 
 
P/N 20-220 
63-mm x ¼” BSP Glycerine-Filled VACUUM Gauges 
(0 to -100 kPa)  
 

 

P/N 90-930 
Universal Gauge Mount – Stainless Steel  
Bracket Only (¼” BSP/F c/w 18-mm Mounting Hole) 
Use P/N 90-937 to accommodate ⅜” BSP Gauges  
(Mounts onto any M16 flange bolt fixing or similar)  
 
 
 
 

P/N 90-937 
¼” BSP x ⅜” BSP Gauge Adaptor (Boxes of 10)  
 
 
P/N 90-938  
6-mm x ¼” BSP Straight-Through Snap Connector 
(Boxes of 10)  
  
 

P/N 90-939 
6-mm Tubing (Per Bulk Metre)   
 
 
 
 
 
 
 
 
P/N 90-925 
HORIZONTAL Mount with ¼ BSP gauge, gauge holder, tube (2-m) 
and snap connector 
 
 
 
 
 
 

P/N 90-920 
VERTICAL Mount with ¼ BSP gauge, gauge holder, tube (2-m) and 
snap connector 
 
 
 
 
 

Many other similar items available, upon request 


