
CHADSON GRANULAR FILTERS
SERVICE INSTRUCTION SHEET

INSTALLATION OF DRAIN VALVE ASSEMBLY

Use Thread Tape 
on Adaptor Thread.
Screw into Bulkhead
Fitting. 

Do not over tighten.

Close Valve before 
filling Filter with 
water.

If required, 
connect uPVC 
Pipe from valve
to waste.

The Drain Valve and Screen are fully assembled ready for inserting into the filter body.

DISCLAIMER: Whilst the information provided within these instructions is the best available at the time of publication, it may be subject to change and/or revi-
sion, Chadson Granular Filters assumes no responsibility for the accuracy or the use of information provided within these instructions. It is the installers (and/or the 

operators) responsibility to obtain and check all current undertaking any procedure, service work or revision, CGF recommends that all service work be undertaken by 
an Authorised Service Centre (ASC).
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NOTE:
CHECK THAT 

THREAD JOINT IS 
WATERTIGHT 

BEFORE PLACEMENT 
OF FILTER MEDIA

DO NOT USE A 
PIPE WRENCH, 

STILLSONS, 
FOOTPRINTS, 

MULTIGRIPS OR 
OTHER SIMILAR 

TOOLS FOR 
TIGHTENING. 

HAND TIGHTEN TO 
PROVIDE A SNUG/

NEAT FIT


