
CHADSON BACKWASH VALVES & VENTS/VACUUM BREAKERS 
 
 

  

P/N 61 400 100 

Single Lever (BW) Valve 
complete (crated) - 100ø 
585-mm (in/out centres) 
 

P/N 61 400 150 

Single Lever (BW) Valve 
complete (crated) - 150ø 
750-mm (in/out centres) 
 

NOTE: - 

Purchasers to specify the 
orientation of the “Inlet” 
and “Backwash” ports. 

 

P/N 62 100 100  
Top Plate/Lever Assembly 
c/w Locking Lever 100ø 

P/N 62 150 120  
Top Plate/Lever Assembly 
c/w Locking Lever 150ø 
 
 
 
 
 
P/N 62 100 120  
Bottom Bobbin 100ø 
P/N 62 100 120  
Bottom Bobbin - 150ø 
 
 

P/N 62 100 200 
100ø Replacement Valve Shaft 
c/w top & bottom bobbins on 
nominal 585-mm centres 

P/N 62 150 200 
150ø Replacement Valve Shaft 
c/w top & bottom bobbins on 
nominal 750-mm centres 

PN 62 150 205 
150ø Replacement Valve Shaft 
c/w top & bottom bobbins on 
nominal 585-mm centres for 
2000 Series, G2 Filters. 

 

P/N 62 100 350/KIT 
100 Ø Valve Service Kit (Seat 
Retainer, O Ring & Gland) 
P/N 62 150 350/KIT 
150 Ø Valve Service Kit (Seat 
Retainer, O Ring & Gland) 

P/N 62 100 300 
100 Ø Top Bobbin O Ring only 
P/N 62 150 300 
150 Ø Top Bobbin O Ring only 

P/N 62 100 120  
Gland Nut (Common all Valves)   
 
P/N 62 100 120  
Replacement Top Bobbin 100ø 
P/N 62 100 120  
Replacement Top Bobbin - 150ø 

P/N 61 000 100/A  

TYPE A – c/w gauge manifold 
and gauge for Models up to & 
including MHS 3500 

 

 

P/N 61 000 100/B  

TYPE B – CKV Assembly only 
for Models MHS4000 and 
above.  

 

 

P/N 63 090 160  

CKV Service Tool  
(Strap Wrench)   

P/N 63 000 140  

CKV Service Tool  
(Strap Wrench)   
 

 

 

P/N 62 099 930  

CKV Service Kit  
(Washers, seals, etc.,)   
 

Old style Air Vent/Vacuum 
Breaker – SUPERCEDED in 2007 
and no longer available – 
upgrade to current day CKV 
version.  

The above omits the bleed 
hose previously provided with 
earlier production.  

  
 

CHADSON SINGLE LEVER (BACKWASH) VALVES - 100ø and 150ø 

CHADSON AIR VENT/VACUUM BREAKER – ALL FILTER MODELS 


